THERMAL

MINI FAN

13x13x5.25mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
COVER : Metal
o |P RATING : IP58
e OPERATING TEMP.: -10°C~60°C
e STORAGE TEMP.: -20°C~70°C

e WEIGHT : 1.17g @ .

JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \' A RPM m’h CFM mm-H.O In-H.O dBA
JR1305-3 SLEEVE 3.3 0.039 16000 0.004 0.16 1.98 0.077 15.7
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*All models can be customized. Please contact your JARO representative for further information.

*Specs are subject to change without notice. Please visit JARO website at

for update information.




MINI FAN

15x15x4.35mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);

COVER : Metal
o |P RATING : IP58

o OPERATING TEMP.: -10°C~60°C
¢ STORAGE TEMP.: -20°C~70°C

e WEIGHT : 1.27g
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JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \' A RPM m®h CFM mm-H.O In-H.O dBA
JR1504-5 SLEEVE 3.3 0.02 11000 0.005 0.18 1.39 0.054 18.0
SLEEVE 5.0 0.03 16000 0.007 0.28 2.96 0.116 23.7
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*All models can be customized. Please contact your JARO representative for further information.

*Specs are subject to change without notice. Please visit JARO website at
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for update information.




THERMAL

MINI FAN

COVER : Metal
o |P RATING : IP58

e WEIGHT : 1.27g

15x15x4.35mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
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o OPERATING TEMP.: -10°C~60°C
¢ STORAGE TEMP.: -20°C~70°C
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JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \' A RPM m®h CFM mm-H.O In-H.O dBA
JR1504U-2 SLEEVE 24 0.011 7500 0.003 0.12 0.69 0.027 14.6
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*All models can

*Specs are subject to change without notice. Please visit JARO website at

be customized. Please contact your JARO representative for further information.

for update information.




THERMAL

MINI FAN

17x17x8mm

e MOTOR : DC single phase brushless motor

e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
COVER : Plastic(UL 94V-0)

o |P RATING : IP58

e OPERATING TEMP.: -10°C~60°C

e STORAGE TEMP.: -20°C~70°C

e WEIGHT : 2.06g
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JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \' A RPM m®h CFM mm-H.O In-H.O dBA
JR1708-5 SLEEVE 3.3 0.05 11000 0.020 0.72 2.63 0.103 16.5
SLEEVE 5.0 0.07 16000 0.029 1.03 5.26 0.207 26.8
() 1)
Fan Performance Curve o
~ 2
g 60 224015
T o8 - ¥
E A
w 40 L
(=] i
»n H -
o N 5 5 >
14
o 20 1 \ 433V
5 N ©
R1.00
% W \ 135101 N 81015
0.0 T » NOTE
00 05 10 15 WIRE:UL1571 AWG#30
ARFLow (G LT S

*All models can be customized. Please contact your JARO representative for further information.

*Specs are subject to change without notice. Please visit JARO website at

for update information.




MINI FAN

18x18x4.3mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
COVER : Metal
o |P RATING : IP58
e OPERATING TEMP.: -10°C~60°C
e STORAGE TEMP.: -20°C~70°C

o WEIGHT : 1.63¢g @ .

JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \' A RPM m®h CFM mm-H.O In-H.O dBA
JR1804-5 SLEEVE 3.3 0.027 7500 0.009 0.33 1.27 0.050 15.9
SLEEVE 5.0 0.040 13000 0.016 0.58 3.34 0.131 24.9
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*All models can be customized. Please contact your JARO representative for further information.
*Specs are subject to change without notice. Please visit JARO website at for update information.



THERMAL =~

MINI FAN

®d30x8mm

e MOTOR : DC single phase brushless motor

e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
COVER : Plastic(UL 94V-0)

o |P RATING : IP58

e OPERATING TEMP.: -10°C~60°C

e STORAGE TEMP.: -20°C~70°C

e WEIGHT : 3.82¢g
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JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \'} A RPM m’h CFM mm-H.O In-H.O dBA
JR3008-5 SLEEVE 3.3 0.037 4200 0.050 1.79 1.02 0.040 15.9
SLEEVE 5.0 0.053 6200 0.076 2.72 2.07 0.081 24.3
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*All models can be customized. Please contact your JARO representative for further information.
*Specs are subject to change without notice. Please visit JARO website at

for update information.




MINI FAN

15.1x15x4.45mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
COVER : Metal
o |P RATING : IP58
e OPERATING TEMP.: -10°C~60°C
e STORAGE TEMP.: -20°C~70°C

o WEIGHT : 1.38¢g [E .

JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \' A RPM m®h CFM mm-H.O In-H.O dBA
JRB1504-3 SLEEVE 3.3 0.035 14500 0.005 0.19 2.47 0.097 18.6
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*All models can be customized. Please contact your JARO representative for further information.
*Specs are subject to change without notice. Please visit JARO website at for update information.




THERMAL

MINI FAN

18.3x18x4.25mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
COVER : Metal
! o |P RATING : IP58
| e OPERATING TEMP.: -10°C~60°C
e STORAGE TEMP.: -20°C~70°C

e WEIGHT : 1.74g @ .

JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \'} A RPM m’h CFM mm-H.O In-H.O dBA
JRB1804-5 SLEEVE 3.3 0.029 8000 0.005 0.21 217 0.085 14.6
SLEEVE 5.0 0.041 11000 0.008 0.30 4.66 0.183 17.3
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*All models can be customized. Please contact your JARO representative for further information.
*Specs are subject to change without notice. Please visit JARO website at for update information.
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MINI FAN

20.1x20x4.25mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;

IMPELLER : Plastic(UL 94V-0);
COVER : Metal
o |P RATING : IP58

o OPERATING TEMP.: -10°C~60°C
o STORAGE TEMP.: -20°C~70°C
e WEIGHT : 2.1g
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JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \' A RPM m’/h CFM mm-H.O In-H.O dBA
JRB2004-5 SLEEVE 3.3 0.037 10000 0.009 0.32 0.174 17.5
SLEEVE 5.0 0.057 13000 0.012 0.45 0.324 215
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*All models can be customized. Please contact your JARO representative for further information.

*Specs are subject to change without notice. Please visit JARO website at

for update information.




THERMAL 3%
20.5x25.7x8.5mm
e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
COVER : Plastic(UL 94V-0)
e IP RATING : IP58
o OPERATING TEMP.: -10°C~60°C
e STORAGE TEMP.: -20°C~70°C
e WEIGHT : 3.0g
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JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \' A RPM m®h CFM mm-H.O In-H.O dBA
JRB2008-5 SLEEVE 3.3 0.045 6000 0.010 0.37 1.93 0.075 14.4
SLEEVE 5.0 0.065 8000 0.013 0.48 3.29 0.129 18.2
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*All models can be customized. Please contact your JARO representative for further information.

*Specs are subject to change without notice. Please visit JARO website at

for update information.




THERMAL =%

MINI FAN

20.5x25.7x8.5mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
COVER : Plastic(UL 94V-0)
o |P RATING : IP58
e OPERATING TEMP.: -10°C~60°C
e STORAGE TEMP.: -20°C~70°C

e WEIGHT : 3.0g
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JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \' A RPM m°h CFM mm-H.O In-H.O dBA
JRB2008H-5 SLEEVE 3.3 0.098 8000 0.013 0.48 3.29 0.129 18.2
SLEEVE 5.0 0.140 11000 0.018 0.65 6.27 0.246 20.8
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*All models can be customized. Please contact your JARO representative for further information.
*Specs are subject to change without notice. Please visit JARO website at for update information.



MINI FAN

20x20x8.5mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;

o |P RATING : IP58
o OPERATING TEMP.: -10°C~60°C
o STORAGE TEMP.: -20°C~70°C

e WEIGHT : 2.99
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IMPELLER : Plastic(UL 94V-0);
COVER : Plastic(UL 94V-0)
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JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \' A RPM m®h CFM mm-H.O In-H.O dBA
JRB2008N-5 SLEEVE 3.3 0.085 10000 0.017 0.63 3.48 0.137 21.8
SLEEVE 5.0 0.140 14000 0.025 0.89 7.36 0.289 31.1
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*All models can be customized. Please contact your JARO representative for further information.

*Specs are subject to change without notice. Please visit JARO website at
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for update information.
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MINI FAN

20x20x8.5mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
COVER : Plastic(UL 94V-0)

o |P RATING : IP58

o OPERATING TEMP.: -10°C~60°C
e STORAGE TEMP.: -20°C~70°C

e WEIGHT : 2.99
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JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \') A RPM m’h CFM mm-H,O In-H.O dBA
SLEEVE 3.3 0.045 8000 0.014 0.50 2.05 0.080 16.0
JRB200BNL-5 SLEEVE 5.0 0.070 11000 0.019 0.70 4.24 0.166 24.0
Fan Performance Curve 1

45 -

4
RN [
T AN
E 35 < s

©
~ 39 AN 8
L o 7
o = 5 ]
- 5V A & =
B 1k 35 °
R B33V & g
o 8
o 1§
(@] \ 2
= 10 2lp
'_
s \ 17.00 'e',%
5 05 \ : 8.55£0.15
20.00+0.15
00 \ N : NOTE
. WIRE:UL1571 AWG#30
00 02 04 06 08 ' Air Flow LINE1:RED WIRE--------- (+)

AIRFLOW (CFM)

*All models can be customized. Please contact your JARO representative for further information.

*Specs are subject to change without notice. Please visit JARO website at
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for update information.

Page.96




MINI FAN

25x25x12mm

e MOTOR : DC single phase brushless motor
e FRAME : Plastic(UL 94V-0) ;
IMPELLER : Plastic(UL 94V-0);
COVER : Plastic(UL 94V-0)
o |P RATING : IP58
e OPERATING TEMP.: -10°C~60°C
e STORAGE TEMP.: -20°C~70°C

e WEIGHT : 5.39g =
=) (=) @ (P

JARO Bearing Rated Rated Rated Maximum Maximum Sound
System Voltage Current Speed Air Flow Static Pressure Level
Part Number \'/ A RPM m°h CFM mm-H.O In-H.O dBA
JRB2512-5 SLEEVE 3.3 0.058 7000 0.028 1.00 3.85 0.151 18.6
SLEEVE 5.0 0.087 9500 0.038 1.35 7.49 0.294 27.0
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*All models can be customized. Please contact your JARO representative for further information.

*Specs are subject to change without notice. Please visit JARO website at

for update information.
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